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–  Housing  

CP600-eCo: Plastic  

CP600: Aluminium

– Front protection IP66

–  Engineering software Panel 

Builder 600 integrated in 

Automation Builder

–  Improved flexibility and integration

–  Two versions available:

   -    CP600-eCo / CP600: Configuration with Panel 

Builder 600 for clear tailor made visualization.

   -  CP600-WEB: visualization of AC500 web server 

with Automation Builder visualization. The 

Automation Builder debugging and diagnostics 

screens can be converted effortless for use with 

CP600-WEB control panels.

–  Brilliant colored display 

–  Free reusable 3D graphic elements 

(Widgets) 

–   Import tags from PLC, drives, motion 

controller and robots configuration 

within Automation Builder

CP600-eCo and CP600
Key features

–  Slim design for easily installation even 

in compact spaces
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CP607

CP600-eCo control panels

Display 

size

Resolution Type Order code Price Weight 

(1 pce)

pixels kg

4.3" 480 x 272 for PB610-B Panel Builder 600 BASIC applications CP604 1SAP504100R0001 0.400

7.0" 800 x 480 for PB610-B Panel Builder 600 BASIC applications CP607 1SAP507100R0001 0.600

10.1" 1024 x 600 for PB610-B Panel Builder 600 BASIC applications CP610 1SAP510100R0001 1.000

CP600 control panels

Display 

size

Resolution Type Order code Price Weight 

(1 pce)

pixels kg

4.3" 480 x 272 for PB610 Panel Builder 600 applications CP620 1SAP520100R0001 0.950

4.3" 480 x 272 for AC500 WebServer visualization CP620-WEB 1SAP520200R0001 0.950

5.7" 320 x 240 for PB610 Panel Builder 600 applications CP630 1SAP530100R0001 1.150

5.7" 320 x 240 for AC500 WebServer visualization CP630-WEB 1SAP530200R0001 1.150

7.0" 800 x 480 for PB610 Panel Builder 600 applications CP635 1SAP535100R0001 1.100

7.0" 800 x 480 for AC500 WebServer visualization CP635-WEB 1SAP535200R0001 1.100

10.4" 800 x 600 for PB610 Panel Builder 600 applications CP651 1SAP551100R0001 2.100

10.4" 800 x 600 for AC500 WebServer visualization CP651-WEB 1SAP551200R0001 2.100

12.1" 800 x 600 for PB610 Panel Builder 600 applications CP661 1SAP561100R0001 2.800

12.1" 800 x 600 for AC500 WebServer visualization CP661-WEB 1SAP561200R0001 2.800

13.3" 1280 x 800 for PB610 Panel Builder 600 applications CP665 1SAP565100R0001 2.600

13.3" 1280 x 800 for AC500 WebServer visualization CP665-WEB 1SAP565200R0001 2.600

15" 1024 x 768 for PB610 Panel Builder 600 applications CP676 1SAP576100R0001 3.800

15" 1024 x 768 for AC500 WebServer visualization CP676-WEB 1SAP576200R0001 3.800

Communication cables (connection control panel <–> PLC)

Description Type Order code Price Weight 

(1 pce)

kg

Communication cable RS232: CP600(-eCo) - AC500 TK681 1SAP500981R0001 0.130

Communication cable RS485: CP600(-eCo) - AC500-eCo TK682 1SAP500982R0001 0.130

Programming software

Description Type Order code Price Weight 

(1 pce) 

kg

PB610-B Panel Builder 600 Basic, engineering tool for CP600-eCo control 
panels, for stand-alone installation via Automation Builder setup. 
PB610-B is included in  Automation Builder Basic.

PB610-B 1SAP500910R0001 0.005

PB610 Panel Builder 600, engineering tool for CP600 control panels, for  
stand-alone installation via Automation Builder setup. 
PB610 is included in  Automation Builder Standard.

PB610 1SAP500900R0101 0.005

PB610-R Panel Builder 600 runtime for running a PB610 application on one 
Win32 platform. 
Installation via Automation Builder setup.

PB610-R 1SAP500901R0101 0.005

CP665

CP600-eCo and CP600
Ordering data
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Type CP604 CP607 CP610

Application control panels for PB610-B Panel Builder 600 Basic applications

Display

Exact display size diameter 4.3" widescreen 7" widescreen 10.1" widescreen

Resolution 480 x 272 pixels 800 x 480 pixels 1024 x 600 pixels

Display type, colors TFT-LCD, 65536 colors

Touch screen material glass covered by plastic film

Touch screen type analog restitive, 4 wires

Backlight type, life LED, 20 000 h typ at 25 °C

Brightness 150 cd/m² 200 cd/m²

Housing

Protection class front, rear IP66, IP20

Front side material Plastic

Reverse side material Plastic

System resources

Processor type ARM 3352

Operating system, version Linux V3

Application memory for HMI projects of 30 MB in total plus 30 MB for fonts

Interfaces

Ethernet ports, number, type 1 - 10/100 Mbit

USB Host ports number, type 1 - ver. 2.0

Serial ports number, type 1 - RS-232/-485/-422 software configurable

Additional ports number, type none

Card slot number, type none

Power supply voltage nominal,  
tolerance

24 V DC, 18…32 V DC

Current consumption at nominal 
voltage

0.1 A 0.15 A 0.25 A

Battery type Supercapacitor, 72 h at 25 °C

Weight 0.4 kg 0.6 kg 1.0 kg

Faceplate dimensions (L x H) 147 mm x 107 mm 187 mm x 147 mm 282 mm x 197 mm

Faceplate depth 5 mm 6 mm

Housing depth 29 mm

Cutout dimensions (L x H) 135 mm x 96 mm 176 mm x 136 mm 271 mm x 186 mm

Environmental conditions

Operating temperature range 0…50 °C

Operating humidity range 5…85 % relative humidity, non-condesing

Storage temperature range -20…+70 °C

Storage humidity range 5…85 % relative humidity, non-condesing

Approvals See detailed page 154 or www.abb.com/plc

CP600-eCo series
Technical data
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Type CP620 CP630 CP635 CP651 CP661 CP665 CP676

Application control panels for PB610 Panel Builder 600 applications

Type CP620-WEB CP630-WEB CP635-WEB CP651-WEB CP661-WEB CP665-WEB CP676-WEB

Application control panels for visualization of AC500 web server applications, provided by AC500, AC500-eCo PLCs

Display

Exact display size diameter 4.3" widescreen 5.7" 7" widescreen 10.4" 12.1" 13.3" widescreen 15"

Resolution 480 x 272 pixels 320 x 240 pixels 800 x 480 pixels 800 x 600 pixels 800 x 600 pixels 1280 x 800 pixels 1024 x 768 pixels

Display type, colors TFT-LCD, 65536 colors

Touch screen material glass covered by plastic film

Touch screen type analog restitive, 4 wires

Backlight type, life LED, 40 000 h typ at 25 °C

Brightness 150 cd/m² 200 cd/m² 300 cd/m²

Housing

Protection class front, rear IP66, IP20

Front side material Zamak Aluminium

Reverse side material Zamak Aluminium

System resources

Processor type ARM Cortex A8: 600 MHz ARM Cortex A8: 1 GHz

Operating system, version Microsoft Windows CE 6.0 Core

Application memory for HMI projects of up to 30 MB in total for HMI projects of up to 60 MB in total

Interfaces

Ethernet ports, number, type 2 - 10/100 Mbit (with integrated Switch fuction)

USB Host ports number, type 1 - ver. 2.0 2 - 1 ver. 2.0, 1 ver. 2.0 and ver. 1.1

Serial ports number, type 1 - RS-232/-485/-422 software configurable

Additional ports number, type 1 - Expansion slot 
for future modules

2 - Expansion slots for future modules

Card slot number, type 1 - SD card slot

Power supply voltage nominal, 
tolerance

24 V DC, 18…32 V DC

Current consumption at nominal 
voltage

0.4 A 0.7 A 0.7 A 1.0 A 1.05 A 1.15 A 1.4 A

Battery type Rechargeable Lithium battery, not user-replaceable

Weight 0.95 kg 1.15 kg 1.1 kg 2.1 kg 2.8 kg 2.6 kg 3.8 kg

Faceplate dimensions (L x H) 147 mm x 107 mm 187 mm x 147 mm 287 mm x 232 mm 336 mm x 267 mm 392 mm x 307 mm

Faceplate depth 4 mm

Housing depth 52 mm 47 mm 56 mm 60 mm

Cutout dimensions (L x H) 136 mm x 96 mm 176 mm x 136 mm 276 mm x 221 mm 326 mm x 256 mm 381 mm x 296 mm

Environmental conditions

Operating temperature range 0…50 °C

Operating humidity range 5…85 % relative humidity, non-condesing

Storage temperature range -20…+70 °C

Storage humidity range 5…85 % relative humidity, non-condesing

Approvals See detailed page 154 or www.abb.com/plc

CP600 series
Technical data
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Application descriptions
Network architecture

Communication with AC500 – the perfect solution

Flexibility, real-time capability and maximum data transfer speed 

are just some of the communication demands automation 

systems must meet. With the AC500, ABB has developed a 

communication platform offering customer-oriented solutions 

for the most diverse communication tasks. Simple network 

configuration and diagnostics options using the Automation 

Builder enable ease of planning, implementation and commis-

sioning thus saving engineering time and project costs. Among 

others, ABB's AC500 supports the following communication 

protocols:

PROFINET®

PROFINET® I/O meets the stringent requirements for real time 

Ethernet protocols in the world of automation. Very fast data 

transfer, integrated and standardized network structures from 

controller to field and flexible network management support 

users in the implementation of their automation solutions.

PROFIBUS DP®

PROFIBUS DP® delivers flexible configuration by means of a 

mono- and multi-master system structure and data transfer 

rates of up to 12 Mbit/s with twisted pair cables and/or optical  

fibers. PROFIBUS DP® allows for the connection of up to 126 

devices (master/slave) to one bus segment thus enabling 

simple and reliable communication solutions.

CANopen®

With up to 127 participants and transmission speeds of  

10 kbit/s up to 1 Mbit/s depending on bus length, CANopen® 

offers high-speed data transfer and high immunity in master/

slave network topologies.

CS31-Bus

CS31-Bus is a high-performance, proprietary ABB commu-

nication standard featuring data transfer speeds of up to  

187.5 kbit/s and enabling up to 31 bus participants to com-

municate via RS485, simple telephone cable or optical fiber.

Industrial Ethernet    

Automation 

Builder

CP600 / CP600-eCo

Remote 

system

AC500-eCo

Flow 

meter

Temp. 

sensor

Motor Actuator

ACS800

AC500 PLC

UMC

Machine push 

buttons

Softstarter

Field 

devices

Automation Builder

Co

8
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Modbus® TCP & RTU

Modbus® RTU is an open serial data protocol for master/slave 

networks of up to 31 network nodes. Different bus lengths  

depending on the type of serial communication interface enable 

data transfer speeds of up to 115.2 Kbit/s. Modbus® TCP is a 

common Ethernet-based network protocol.

RCOM

RCOM is a proprietary ABB bus protocol for master/slave 

communication via RS232/485. Expandable to 254 RCOM 

slaves and provided with diverse diagnostics options, this 

protocol is ideal for applications in the water and waste water 

industry.

Ethernet and Internet

Integrated communication, high data transfer rates and the use 

of existing data networks enable simple, customer-specific 

solutions. Supported protocols are:

 – HTTP for web server. Visualization for remote operation and 

maintenance

 – FTP for data file transfer 

 – Simple Network Time Protocol (SNTP) offering PLC time 

synchronization using Internet-hosted time services

 – SMTP for e-mails with attachments

 – TCP and UDP ports programmable for project-specific 

protocols. Library functions available.

 – IEC60870-5-104 telecontrol, mainly used for pipelines, 

water and waste-water. Suitable for protocol configuration 

with the Automation Builder software suite.

 – DHCP for automatic IP address allocation

 – PING for checking the connection with other automation 

devices

EtherCAT®

EtherCAT® is an open Industrial Ethernet standard certified 

according to international standards IEC 61158, IEC 61784 

and ISO 15745-4. Thanks to extremely high data transfer 

speeds, EtherCAT® can serve as real time Ethernet proto-

col for time critical motion control applications. Whether for 

"cam switch" functionalities or diverse master/slave network 

configurations, AC500 delivers the perfect solution for your 

application.

CP600
    (ring redundancy as an option)

AC500 PLC AC500 HA

ACS880

S500  

remote I/O

UMC

ACSM1

Motor

Motor

Switchgear 

panel

Robot

MicroFlex

Servomotor
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Application descriptions
AC500 HA offers hot standby redundancy

Performance is the key

The high availability of AC500 HA prevents downtime caused 

by either human error or cabling/hardware/software malfunc-

tion. Redundant CPUs and the redundant I/O bus to the 

CI590 module reduce the risk of total system failure, thus 

enhancing system availability.

If critical data retention and the avoidance of downtime are 

paramount to your application, ABB’s AC500 HA is the per-

fect solution.

What are the benefits of AC500 HA for your high availability 

solution?

 – Hot standby: Both CPUs (and all communication or bus-

lines) are hot: Permanently running in parallel, continuously 

synchronizing each other and monitoring the system. If 

the primary CPU is stopped, powered off or crashed, or if 

a CS31 line is disconnected, the other hot standby CPU 

takes over immediately by adopting primary status.

 – Higher resource utilization, no downtimes caused by cabling/ 

hardware/software failure thanks to redundant CPUs and 

redundant communication to I/O and Scada/HMI

 – Cost efficiency and easy system maintenance through the 

use of standard hardware

 – High availability is provided with standard CPUs from 

PM573-ETH to PM592-ETH: Cost matching hot standby 

quality for small or large systems

 – 3 cycles or 50 ms changeover time

 – Scalable: Up to a total of seven redundant l/O-busses via 

CM574 modules offer scalability of large-sized applications. 

OPC server

E
th

e
rn

e
t

Automation Builder  

engineering suite

ooon BBn BBBn Bn BBuiuiluilldederder 

ng suite

CP600 / CP600-eCo

ABB redundant I/O bus

(with CI590)
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Application descriptions
Real-time Ethernet functionality

RT-Ethernet modules

Modules are available with two different communication  

protocols based on Ethernet (PROFINET® I/O, EtherCAT®). 

Master couplers connect AC500 CPUs to remote I/O modules. 

Various interface modules offer the connection of decentralized 

I/O modules to the real-time Ethernet networks.

Cam-switch functionality

Modules based on the decentralized real-time EtherCAT®  

interface technology with integrated I/Os and programmed 

with PLCopen® function blocks are available.

EtherCAT

Absolute Encoder

SWITCH

PROFINET RT

EtherCAT
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Application descriptions
Condition Monitoring with AC500 PLC

Controller integrated or stand-alone condition monitoring

The AC500 condition monitoring module FM502 is a natural 

part of the AC500 platform and Automation Builder engineering  

suite, and can be used in different condition monitoring  

concepts, stand-alone or control integrated.

Due to the easy programming in PLC languages, it is usable 

for a variety of use cases and is especially suitable for plant, 

line and machine builders as easy extension of their offering.

If controller integrated 

 – it enables at very reasonable cost 

 – the best prediction horizon as it can measure online, when 

best measurement quality is given without scheduling  

production interruptions 

 – while continuously protecting the application in real time 

e.g. with the same or other sensor(s).

 – Further inputs can be used as fast data logger e.g. pre-

cisely documenting process quality

Therefore it is not only able to continually check the mechani-

cal components but also gives fast protection for spontane-

ous and large failures even while measuring. The condition 

monitoring mode creates a database internally or externally 

for predictive maintenance. Automatic and user assisted 

responses can be enabled to prevent costly consequences 

including total failures. 

 

As many as 16 vibration sensors + 2 encoder counters can be 

connected. 

The recorded condition monitoring data can be stored in the 

CPU flash disc before communication or directly analyzed. 

Higher level indicators can be calculated and communicated 

to a local or remote HMI or database system.

Predictive performance for your process or machines

 – Easy and cost saving integration of condition monitoring 

into the AC500 platform

 – Early detection of mechanical damages

 – Fast protection from spontaneous failures

 – Even complex C-code analytics can be used locally for 

meaningful own perfomance indicators

 – Leads to optimized planning of maintenance instead of 

fixed, scheduled service and spontaneous repair

 – No additional system or fixed software for diagnostics and 

visualization needed

 – Easy storage of the data, locally (4GB) or in remote servers 

and databases

 – Ideally suited also for retrofit of older equipment, as it can 

make use of mechanical reserves of still valuable equipment

8
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Example: Cold rolling mill in steel processing: 

 – One FM502-CMS module can execute differently configured measurements at the same time and can be reconfigured at 

runtime 

 – Several critical und unique components can be protected and condition predicted: Motors, gearbox, process (cold rolling mill)

 – Production quality can be logged in parallel in real time

 – Remote diagnostics expertise and detailed analysis and reports only in case of warnings

A  AC500 Condition Monitoring Module FM502-CMS: Controller integrated or stand-alone CMS covering a complete drive train.  |  B  Acceleration sensor 

mounting for integrated condition monitoring in cold rolling mill. With local warnings by key performance indicators, first analysis with detailed  

verification possibility via CP600 and remote connectivity.

A

B

Winder

Main motor

Gearbox

Rolling mill

Vibration sensor

Sensor cable

AC500 CMS  

controller integrated

Local / remote warning

Detailed analysis

local / remote
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EtherCAT

Rotary Servo Rotary Servo AC motor AC motor

MRS / ERP

STO

Automation Builder

Rotary Servo

1

2

3

4 5 6 7 8

9

From simple to high end motion applications

 – Convenient PLC portfolio for diverse applications

 – Simple machine control with AC500-eCo PLC

 – Point-to-point motion with PTO outputs or Modbus 

communication with the drive

 – Mid-range applications with AC500 PLC

 – EtherCAT communication with the drive or remote I/O 

and cam-switch for synchronized motion

 – High-end motion application with PM595

 – Axis interpolation e.g. for Delta robot

 – Easy integration and excellent scalability using Automation 

Builder

 – Motion library for complex applications

Application descriptions
Machine controllers based on AC500 PLC

AC500 PLC

CP600 HMI

Pluto Safety PLC module

MicroFlex e150

MotiFlex e180

ACSM1

ACS355

ACS850

S500 EtherCAT I/O

1

2

3

4

5

7

6

8

9

Multi-axis motion coordination with EtherCAT®

ABB's AC500 PLC using EtherCAT® real-time bus delivers 

high performance for multi-axis control applications.

The AC500 PLC provides an industry solution with  

IEC 61131-3 programming and PLCopen® motion functions in 

combination with ABB drives such as ACSM1 fitted with the 

FECA-01 EtherCAT module for higher power axes or ACS355 

and ACS850 drives or with MicroFlex e150.

This popular high-performance motion bus provides simple 

‘daisy chain’ connection.

EtherCAT multi-axis coordinated motion

8
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PM595-4ETH

PM585-MC-KIT

PM590-MC-KIT

EtherCAT AC500 machine controller kits

In order to simplify your application, ABB offers products for the 

implementation of machine control or motion control applications. 

These products can be purchased individually or as a kit.

Two available EtherCAT kits contain the components required 

for your application. 

Depending on the required performance, the kit provides a 

powerful CPU, an EtherCAT master communication module 

and the respective terminal base.

The kit can be expanded using standard I/Os, other commu-

nication products or software solutions.

AC500 CPU PM595

Program memory Cycle time in μs per instruction min. Integrated communication Type Order code Price Weight (1 pce)

MB Bit/Word/Float. point kg

16 0.0006/0.001/0.001 2 x Ethernet (2 Ports switch),  
2 x Ethernet (2), 2 x serial

PM595-4ETH-F 1SAP155500R0279 1.050

AC500 Machine controller kits 

Program memory Cycle time in μs per instruction min. Integrated communication Type Order code Price Weight (1 pce)

kB Bit/Word/Float. point kg

1024 0.004 / 0.008 / 0.008 PM585-ETH, CM579-ETHCAT, TB511-ETH 
Ethernet (2), 2 x serial, EtherCAT Master

PM585-MC-KIT 1SAP140500R0379 0.500

2048 0.002 / 0.004 / 0.004 PM590-ETH, CM579-ETHCAT, TB521-ETH, TA524 
Ethernet (2), 2 x serial, EtherCAT Master

PM590-MC-KIT 1SAP150000R0379 0.500

8
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IEC61131-3 based programming of ABB AC500 PLCs for 

training purposes 

The ABB PLC Trainer AC500 addresses learners and students 

starting from the basic logic programming over motivating 

exercises up to Ethernet communication tasks and visualiza-

tion with an integrated web server.

Exercises range from the basic logical functions to best-prac-

tice examples for hot water heating with solar panels, parking 

bay monitoring or IR remote gate control.

Expansion possibilities like Motor or Traffic Light plug-on mod-

ule and the Solar Tracking module will increase the motivation 

of the learners.

These training packages are built in cooperation with IKH 

Didactic Systems. 

For more information please visit  
www.ikhds.com/abb

PLC Trainer AC500 basic package

Description:

 – 1 PLC Trainer ABB AC500 with AC500-eCo CPU

 – 1 Power supply 230 V AC / 24 V DC

 – 1 IR-remote control without batteries

 – 45 Learning cards 110 x 81 mm laminated in transparent 

storage box

 – Programming software, 45 practical exercises and  

solutions on USB stick

 – 1 Programming cable.

PLC Trainer AC500
Training packages with didactic models, software, teachware 
for schools and universities

ABB PLC trainer AC500 ABB PLC trainer AC500 with plug-on 

traffic light module

ABB PLC trainer AC500 with plug-on 

motor module

8
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AC500-eCo Starter kit

The AC500-eCo Starter kit helps you to get familiar with ABB

AC500 PLC offerings and the engineering tool within a very 

short time. Learn how to connect and setup the components 

provided in the starter kit and how to program the PLC by 

means of several simple example applications. The starter kit 

comes with CPU, programming cable, digital input simulator, 

engineering tool and getting started manual.

Easy to use

The AC500-eCo from ABB is a range of uniquely scalable 

PLCs offering you unrivalled cost effectiveness for modern 

industrial automation applications. The AC500-eCo integrates 

perfectly into the AC500 family - this provides you with the 

option to build customized solutions based on the standard

S500 and S500-eCo I/O range.

AC500-eCo Starter kit 
Getting started is so simple
More functionality and enhanced scalability

Easy to learn

Offering all of the advantages you would expect from the 

AC500 family of devices, the AC500-eCo delivers an impres-

sive set of powerful programming features. In addition, thanks 

to the fact that ABB uses a standard IEC61131-3 based 

programming system for the entire AC500 family, it is a snap 

to learn and configure.

Ordering data

Each kit consists of CPU, programming cable, digital input 

simulator and engineering tool.

CPU module in the 

starter kit

Programming  

cable (included) 

Type Order code Price Weight

(1 pce)

kg

PM554-TP-ETH Ethernet TA574-D-T-ETH 1SAP186200R0004 1.400

8
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AC31 adapter for retrofitting existing AC31 applications
AC500 life cycle management protects your investment

A long history

During more than 40 years in the PLC business, we have 

gained experience from hardwired, centralized and distributed 

PLCs to scalable PLCs. One of our previous product ranges, 

the AC31 series 90, was succeeded by the AC500 PLC  

platform.

For the protection of your investments and for ease of migra-

tion to the new AC500 PLC generation, ABB provides AC31 

adapter modules based on AC500.

The modules have the same footprint, cabling and features as 

the previous AC31 series 90 products with up-to-date AC500 

hardware.

AC31 adapter modules can replace existing AC31 devices 

which are either directly compatible or need minor adjust-

ments to the existing user program.

8
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Main characteristics and architecture

The connection locations do not differ from the predecessor 

hardware and the number or type of I/O channels are com-

parable. For remote I/O products on the CS31 bus, I/Os of 

an existing field application can be modified without having to 

change the application or configuration. New modules can be 

configured with DIP switches.

Replacing the AC31 PLC with the 07KT98-x-AD PLC requires 

only minor program modifications using the Automation 

Builder engineering suite.

Advantages at a glance

 – Compatible with the existing AC31 series 90 remote  

I/O-modules, optionally with 1-to-1 replacement in the field, 

no change of application configuration required.

 – Footprint identical to predecessor hardware.

 – Automation Builder for PLC programming and reuse of 

existing programming with e.g. AC1131 software.

 – Standard AC500 modules for seamless migration from 

AC31 to the new AC500.

 – Longer life cycle of AC31 through migration to new solution.

Ordering details

Please contact your local sales organization.

8
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Additional information
Life cycle management for maximum return on investment

ABB has developed a PLC life cycle management model 

aimed at providing proactive services for maximizing 

availability and performance. This model not only provides  

optimum support to end-users but also a smooth transition 

to a new product when the PLC has come to the end of 

its lifetime.

The life cycle management model divides a product's life 

cycle into four phases: active, classic, limited and obsolete. 

Each phase has different implications for the end-user in 

terms of services provided.

Product life cycle management model

Active Classic Limited Obsolete

Active phase

The active phase starts when the product is launched. In the 

active phase the end user benefits from different warranty  

options and other services such as training and technical  

support. Complete life cycle services from spare parts and 

maintenance are also provided. The active phase ends when 

the volume production of a particular PLC ceases and ABB 

issues an announcement of the life cycle phase change.

Classic phase

ABB PLC users continue to benefit from complete life cycle 

services throughout the classic phase. The classic phase is 

closely aligned with ABB's research and development work to 

provide continuing support for its PLC products while devel-

oping future generations. In the classic phase new hardware 

and software development may be required to provide the 

maintenance techniques and upgrades needed to guarantee 

that the PLC continues to operate at its peak performance. 

Migration to a new PLC product is recommended before the 

product has entered the limited phase.

Limited phase

In the limited phase the product development has come to 

its end. Spare parts are available as long as components and 

materials can be obtained. Towards the end of the limited 

phase, services gradually become obsolete. In addition to the 

annual life cycle status reviews, ABB issues a life cycle phase 

change announcement, half a year prior the product becoming 

obsolete. This is the last opportunity to transfer to new  

technology before product services end.

Obsolete phase

The product is transferred to the obsolete phase when it is 

no longer possible to provide services at reasonable cost or 

when ABB can no longer support the product technically or 

the old technology is not available.

Benefits of life cycle management

PLC life cycle management maximizes the value of the  

equipment and its maintenance investments by:

 – ensuring spare parts and ABB competence availability 

throughout the lifetime

 – enabling efficient product support and maintenance for 

improved reliability

 – adding functionality to the initial product by upgrading or 

retrofitting

 – providing a smooth transition to new technology at the end 

of the product lifetime

8
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Pre-purchase
Order
and

delivery

Operation
and

maintenance

Upgrade
and

retrofit

Replacement
and

recycling

Installation
and

commissioning

Services offered for ABB's automation products span the 

entire asset lifetime, from the moment a customer makes the 

first inquiry to disposal and recycling of the product. Through-

out the life cycle of an asset, ABB provides training, technical 

support and customized contracts, supported by one of the 

world's most extensive global sales and service networks.

Pre-purchase

ABB provides a range of services and support guiding the 

customers to the ideal products for their applications.

Order and delivery

Orders can be placed at any ABB office or channel partner. 

In some countries, ABB also offers an online order tracking 

system. ABB's sales and service network ensures timely  

deliveries and also offers express delivery.

Installation and commissioning

While many customers have the resources to perform instal-

lation and commissioning on their own, ABB and its channel 

partners offer professional installation and start-up services.

Operation and maintenance

From maintenance assessments, preventive maintenance, 

reconditioning of spare parts and repairs on-site or in work-

shops, ABB has all the options covered to keep their customers' 

processes operational.

Upgrade and retrofit

Frequently, ABB products can often be upgraded to the latest 

software or hardware in order to improve the performance of 

the application. Existing processes can be economically mod-

ernized by retrofitting with up-to-date technology.

Replacement and recycling

ABB provides assistance in the best replacement of products 

while ensuring disposal and recycling observing the local  

environmental regulations.

8
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Additional information
Approvals and certifications

Symbols and legends: ■ Standard product certified: product label wears approval mark when mandatory  Submission planned (roadmap available upon request)

 Approval submitted (roadmap available upon request) –    Submission not planned or not applicable for product

Approvals Maritime classification companies Others

Symbol

Abbreviation CE cULus EAC RCM KCC ABS BV DNV GL LR RINA RMRS ROHS

Name

O
rd

in
ar

y 
 

Lo
ca

tio
ns

H
az

ar
do

us
 

Lo
ca

tio
ns

C
la

ss
 I 

D
iv

 2

AI523 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

AI523-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

AI531 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

AI531-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

AI561 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

AI562 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

AI563 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

AI581-S ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

AI581-S-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

AO523 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

AO523-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

AO561 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

AX521 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

AX521-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

AX522 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

AX522-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

AX561 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CD522 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CD522-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CI501-PNIO ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CI501-PNIO-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CI502-PNIO ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CI502-PNIO-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CI504-PNIO ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CI504-PNIO-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CI506-PNIO ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CI506-PNIO-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CI511-ETHCAT ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CI512-ETHCAT ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CI541-DP ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CI541-DP-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CI542-DP ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CI542-DP-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CI581-CN ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CI581-CN-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CI582-CN ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CI582-CN-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CI590-CS31-HA ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CI590-CS31-HA-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CI592-CS31 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CI592-CS31-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CM572-DP ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CM572-DP-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CM574-RCOM ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CM574-RS ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CM578-CN ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CM578-CN-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CM579-ETHCAT ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CM579-PNIO ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CM579-PNIO-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CM588-CN ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CM588-CN-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

CM589-PNIO ■ ■ ■ ■ ■ ■

CM589-PNIO-XC ■ ■ ■ ■ ■ ■

CM592-DP

CM592-DP-XC
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Additional information
Approvals and certifications

Symbols and legends: ■ Standard product certified: product label wears approval mark when mandatory  Submission planned (roadmap available upon request)

 Approval submitted (roadmap available upon request) –    Submission not planned or not applicable for product

Approvals Maritime classification companies Others

Symbol

Abbreviation CE cULus EAC RCM KCC ABS BV DNV GL LR RINA RMRS ROHS
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CM597-ETH ■ ■ ■ ■ ■ ■

CM597-ETH-XC ■ ■ ■ ■ ■ ■

CM598-CN

CM598-CN-XC

CP604 ■ ■ – ■ – – – – – – – ■

CP607 ■ ■ – ■ – – – – – – – ■

CP610 ■ ■ – ■ – – – – – – – ■

CP620 ■ ■ ■ ■ ■ ■ – – ■ – – – – ■

CP620-WEB ■ ■ ■ ■ ■ ■ – – ■ – – – – ■

CP630 ■ ■ ■ ■ ■ ■ – – ■ – – – – ■

CP630-WEB ■ ■ ■ ■ ■ ■ – – ■ – – – – ■

CP635 ■ ■ ■ ■ ■ ■ – – ■ – – – – ■

CP635-WEB ■ ■ ■ ■ ■ ■ – – ■ – – – – ■

CP651 ■ ■ ■ ■ ■ – – ■ – – – – ■

CP651-WEB ■ ■ ■ ■ ■ – – ■ – – – – ■

CP661 ■ ■ ■ ■ – – ■ – – – – ■

CP661-WEB ■ ■ ■ ■ – – ■ – – – – ■

CP665 ■ ■ ■ ■ – – ■ – – – – ■

CP665-WEB ■ ■ ■ ■ – – ■ – – – – ■

CP676 ■ ■ ■ ■ ■ – – ■ – – – – ■

CP676-WEB ■ ■ ■ ■ ■ – – ■ – – – – ■

DA501 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

DA501-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

DA502 ■ ■ ■ ■ ■

DA502-XC ■ ■ ■ ■ ■

DC522 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

DC522-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

DC523 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

DC523-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

DC532 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

DC532-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

DC541-CM ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

DC541-CM-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

DC551-CS31 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

DC551-CS31-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

DC561 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

DC562 ■ ■ ■ ■ ■ ■

DI524 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

DI524-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

DI561 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

DI562 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

DI571 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

DI572 ■ ■ ■ ■ ■

DI581-S ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

DI581-S-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

DO524 ■ ■ ■ ■ ■ ■

DO524-XC ■ ■ ■ ■ ■ ■

DO561 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

DO562 ■ ■ ■ ■ ■ ■

DO571 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

DO572 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

DO573 ■ ■ ■ ■ ■ ■

DX522 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

DX522-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

DX531 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

DX561 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■
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Symbols and legends: ■ Standard product certified: product label wears approval mark when mandatory  Submission planned (roadmap available upon request)

 Approval submitted (roadmap available upon request) –    Submission not planned or not applicable for product

Approvals Maritime classification companies Others
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Abbreviation CE cULus EAC RCM KCC ABS BV DNV GL LR RINA RMRS ROHS
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DX571 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

DX581-S ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

DX581-S-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

FM502-CMS ■ ■ ■ ■ ■

FM502-CMS-XC ■ ■ ■ ■ ■

FM562 ■ ■ ■ ■ ■

MC502 – ■ ■ ■ – – ■ ■ ■ ■ ■ ■ ■ ■

MC503 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

PM554-RP ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

PM554-RP-AC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

PM554-TP ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

PM554-TP-ETH ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

PM556-TP-ETH ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

PM564-RP ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

PM564-RP-AC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

PM564-RP-ETH ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

PM564-RP-ETH-AC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

PM564-TP ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

PM564-TP-ETH ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

PM566-TP-ETH ■ ■ ■ ■ ■

PM572 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

PM573-ETH ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

PM573-ETH-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

PM582 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

PM582-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

PM583-ETH ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

PM583-ETH-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

PM585-ETH ■ ■ ■ ■

PM590-ETH ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

PM591-2ETH ■ ■ ■ ■ ■

PM591-ETH ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

PM591-ETH-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

PM592-ETH ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

PM592-ETH-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

PM595-4ETH-F ■ ■ ■ ■ ■ ■

PM595-4ETH-M-XC ■ ■ ■ ■ ■ ■

SM560-S ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

SM560-S-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TA521 – ■ ■ ■ – – – – ■ – – ■ – –

TA523 – ■ ■ – – – – – – – – ■ – ■

TA524 – ■ ■ ■ – – – ■ ■ ■ – ■ – –

TA525 – ■ ■ – – – – – – – – – – –

TA526 – ■ ■ – – – – – ■ – – – – ■

TA527 – – – ■ – – – – – – – – – –

TA528 – – – ■ – – – – – – – – – –

TA532 – – – – – – – – – – – – –

TA533 – – – – – – – – – – – – –

TA534 – – – – – – – – – – – – –

TA535 – – – – – – – – – – – – –

TA536 – – – – – – – – – – – – –

TA540 – – – – – – – – – – – – – –

TA541 – – – – – – – – – – – – – –

TA543 – – – – – – – – – – – – – –

TA561-RTC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TA562-RS ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TA562-RS-RTC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

Additional information
Approvals and certifications
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Symbols and legends: ■ Standard product certified: product label wears approval mark when mandatory  Submission planned (roadmap available upon request)

 Approval submitted (roadmap available upon request) –    Submission not planned or not applicable for product

Approvals Maritime classification companies Others

Symbol

Abbreviation CE cULus EAC RCM KCC ABS BV DNV GL LR RINA RMRS ROHS

Name

O
rd

in
ar

y 
 

Lo
ca

tio
ns

H
az

ar
do

us
 

Lo
ca

tio
ns

C
la

ss
 I 

D
iv

 2

TA563-11 – – – ■ – – ■ ■ ■ ■ ■ ■ ■ ■

TA563-9 – – – ■ – – ■ ■ ■ ■ ■ ■ ■ ■

TA564-11 – – – ■ – – ■ ■ ■ ■ ■ ■ ■ ■

TA564-9 – – – ■ – – ■ ■ ■ ■ ■ ■ ■ ■

TA565-11 – – – ■ – – ■ ■ ■ ■ ■ ■ ■ ■

TA565-9 – – – ■ – – ■ ■ ■ ■ ■ ■ ■ ■

TA566 – ■ ■ – – – ■ ■ ■ ■ ■ ■ ■ –

TA570 – ■ ■ ■ – – – – – – – – – –

TA571-SIM ■ – – ■ ■ ■ – – – – – – –

TB511-ETH ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TB511-ETH-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TB521-ETH ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TB521-ETH-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TB523-2ETH ■ ■ ■ ■

TB541-ETH ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TB541-ETH-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TF501-CMS ■ ■ ■ ■

TF501-CMS-XC ■ ■ ■ ■

TF521-CMS ■ ■ ■ ■

TF521-CMS-XC ■ ■ ■ ■

TK501 – ■ ■ ■ – – ■ – – – – ■ – ■

TK502 – ■ ■ ■ – – ■ – – – – ■ – ■

TK503 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TK504 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TK506 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TU507-ETH ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TU508-ETH ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TU508-ETH-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TU509 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TU510 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TU510-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TU515 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TU516 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TU516-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TU517 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TU518 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TU518-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TU520-ETH ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TU520-ETH-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TU531 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TU532 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TU532-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TU551-CS31 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TU552-CS31 ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TU552-CS31-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TU582-S ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

TU582-S-XC ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■ ■

Additional information
Approvals and certifications
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1SAP111100R0270 TB511-ETH 4/54

1SAP112100R0270 TB521-ETH 4/54

1SAP112300R0277 TB523-2ETH 4/54

1SAP114100R0270 TB541-ETH 4/54

1SAP117000R0271 TF501-CMS 4/54

1SAP117200R0271 TF521-CMS 4/54

1SAP120600R0001 PM554-TP 3/37

1SAP120600R0071 PM554-TP-ETH 3/37

1SAP120700R0001 PM554-RP 3/37

1SAP120800R0001 PM554-RP-AC 3/37

1SAP120900R0001 PM564-TP 3/37

1SAP120900R0071 PM564-TP-ETH 3/37

1SAP121000R0001 PM564-RP 3/37

1SAP121000R0071 PM564-RP-ETH 3/37

1SAP121100R0001 PM564-RP-AC 3/37

1SAP121100R0071 PM564-RP-ETH-AC 3/37

1SAP121200R0071 PM556-TP-ETH 3/37

1SAP121500R0071 PM566-TP-ETH 3/37

1SAP130200R0200 PM572 4/53

1SAP130300R0271 PM573-ETH 4/53

1SAP140200R0201 PM582 4/53

1SAP140300R0271 PM583-ETH 4/53

1SAP140500R0271 PM585-ETH 4/53

1SAP140500R0379 PM585-MC-KIT 4/53

1SAP150000R0271 PM590-ETH 4/53

1SAP150000R0379 PM590-MC-KIT  4/53

1SAP150100R0271 PM591-ETH 4/53

1SAP150100R0277 PM591-2ETH 4/53

1SAP150200R0271 PM592-ETH 4/53

1SAP155500R0279 PM595-4ETH-F 4/53

1SAP170400R0201 CM574-RS 4/55

1SAP170401R0201 CM574-RCOM 4/55

1SAP170901R0101 CM579-PNIO 4/55

1SAP170902R0101 CM579-ETHCAT 4/55

1SAP172800R0001 CM588-CN 4/55

1SAP172900R0011 CM589-PNIO 4/55

1SAP173200R0001 CM592-DP 4/55

1SAP173700R0001 CM597-ETH 4/55

1SAP173800R0001 CM598-CN 4/55

1SAP180100R0001 MC502 3/39

1SAP180200R0001 TK501 4/59

1SAP180200R0101 TK502 4/59

1SAP180300R0001 TA521 4/59

1SAP180500R0001 TA523  4/59

1SAP180600R0001 TA524 4/59

1SAP180700R0001 TA525 4/59

1SAP180800R0001 TA526 4/59

1SAP181100R0001 TA527 4/59

1SAP181200R0001 TA528 4/59

1SAP181400R0001 TA561-RTC 3/39

1SAP181500R0001 TA562-RS-RTC 3/39

1SAP182000R0001 TA532 4/59

1SAP182100R0001 TA533 4/59

1SAP182200R0001 TA534 4/59

1SAP182300R0001 TA535 5/94

1SAP182400R0001 TA512-BAS 4/59

1SAP182500R0001 TA513-ADV 4/59

1SAP182600R0001 TA540 4/59

1SAP182700R0001 TA541 4/59

1SAP182800R0001 TA543 4/59

1SAP182900R0001 TA514-SAFETY 6/123

1SAP183100R0001 TA536 4/59

1SAP186100R0001 TK506 3/39

1SAP186200R0004 TA574-D-T-ETH 8/149

1SAP192100R0002 PS552-MC-E 2/31

1SAP193600R0001 DM-KEY 2/31

1SAP195000R0001 PS562-SOLAR 2/31

1SAP198000R0001 PS501-S 6/123

1SAP210400R0001 TU552-CS31 4/58

1SAP210600R0001 TU551-CS31 4/58

1SAP210800R0001 TU510 4/58

1SAP211000R0001 TU509 4/58

1SAP211200R0001 TU518 4/58

1SAP211400R0001 TU517 4/58

1SAP212000R0001 TU516 4/58

1SAP212200R0001 TU515 4/58

1SAP214000R0001 TU508-ETH 4/58

1SAP214200R0001 TU507-ETH 4/58

1SAP214400R0001 TU520-ETH 4/58

1SAP217000R0001 TU532 4/58

1SAP217200R0001 TU531 4/58

1SAP220500R0001 DC551-CS31 4/57

1SAP220600R0001 CI501-PNIO 4/57

1SAP220700R0001 CI502-PNIO 4/57

1SAP220900R0001 CI511-ETHCAT 4/57

1SAP221000R0001 CI512-ETHCAT 4/57

1SAP221100R0001 CI590-CS31-HA 4/57

1SAP221200R0001 CI592-CS31 4/57

1SAP221300R0001 CI504-PNIO 4/57

1SAP221500R0001 CI506-PNIO 4/57

1SAP224100R0001 CI541-DP 4/57

1SAP224200R0001 CI542-DP 4/57

1SAP228100R0001 CI581-CN 4/57

1SAP228200R0001 CI582-CN 4/57

1SAP230500R0000 DI572 3/38

1SAP230900R0000 DO562 3/38

1SAP231300R0000 DO573 3/38

1SAP231900R0000 DC562 3/38

1SAP233100R0001 FM562 3/39

1SAP240000R0001 DI524 4/55

1SAP240100R0001 DC532 4/55

1SAP240500R0001 DC523 4/55

1SAP240600R0001 DC522 4/55

1SAP240700R0001 DO524 4/55

1SAP245000R0001 DX531 4/55

1SAP245200R0001 DX522 4/55

1SAP250000R0001 AX522 4/56

1SAP250100R0001 AX521 4/56

1SAP250200R0001 AO523 4/56

1SAP250300R0001 AI523 4/56

1SAP250600R0001 AI531 4/56

1SAP250700R0001 DA501 4/56

1SAP250800R0001 DA502 4/56

1SAP260300R0001 CD522 4/56

1SAP260400R0001 FM502-CMS 4/54

1SAP270000R0001 DC541-CM 4/56

1SAP280000R0001 SM560-S 6/123

1SAP281200R0001 TU582-S 6/123

1SAP282000R0001 AI581-S 6/123

1SAP284000R0001 DI581-S 6/123

1SAP284100R0001 DX581-S 6/123

1SAP311100R0270 TB511-ETH-XC 5/89

1SAP312100R0270 TB521-ETH-XC 5/89

1SAP314100R0270 TB541-ETH-XC 5/89

1SAP317000R0271 TF501-CMS-XC 5/90

1SAP317200R0271 TF521-CMS-XC 5/90

1SAP330300R0271 PM573-ETH-XC 5/89

1SAP340200R0201 PM582-XC 5/89

1SAP340300R0271 PM583-ETH-XC 5/89

1SAP350100R0271 PM591-ETH-XC 5/89

1SAP350200R0271 PM592-ETH-XC 5/89

1SAP351500R0279 PM595-4ETH-M-XC 5/89

1SAP370901R0101 CM579-PNIO-XC 5/90

1SAP372800R0001 CM588-CN-XC 5/90

1SAP372900R0011 CM589-PNIO-XC 5/90

1SAP373200R0001 CM592-DP-XC 5/90

1SAP373700R0001 CM597-ETH-XC 5/90

1SAP373800R0001 CM598-CN-XC 5/90

1SAP380000R0001 SM560-S-XC 6/124

1SAP410400R0001 TU552-CS31-XC 5/93

1SAP410800R0001 TU510-XC 5/93

1SAP411200R0001 TU518-XC 5/93

1SAP412000R0001 TU516-XC 5/93

1SAP414000R0001 TU508-ETH-XC 5/93

1SAP414400R0001 TU520-ETH-XC 5/93

1SAP417000R0001 TU532-XC 5/93

1SAP420500R0001 DC551-CS31-XC 5/92

1SAP420600R0001 CI501-PNIO-XC 5/92

1SAP420700R0001 CI502-PNIO-XC 5/92

1SAP421100R0001 CI590-CS31-HA-XC 5/92

1SAP421200R0001 CI592-CS31-XC 5/92

1SAP421300R0001 CI504-PNIO-XC 5/92

1SAP421500R0001 CI506-PNIO-XC 5/92

1SAP424100R0001 CI541-DP-XC 5/92

1SAP424200R0001 CI542-DP-XC 5/92

1SAP428100R0001 CI581-CN-XC 5/92

1SAP428200R0001 CI582-CN-XC 5/92

1SAP440000R0001 DI524-XC 5/90

1SAP440100R0001 DC532-XC 5/90

1SAP440500R0001 DC523-XC 5/90

1SAP440600R0001 DC522-XC 5/90

1SAP440700R0001 DO524-XC 5/90

1SAP445200R0001 DX522-XC 5/90

1SAP450000R0001 AX522-XC 5/91

1SAP450100R0001 AX521-XC 5/91

Index
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www.abb.com/productdetails/1SAP450100R0001
www.abb.com/productdetails/1SAP450000R0001
www.abb.com/productdetails/1SAP445200R0001
www.abb.com/productdetails/1SAP440700R0001
www.abb.com/productdetails/1SAP440600R0001
www.abb.com/productdetails/1SAP440500R0001
www.abb.com/productdetails/1SAP440100R0001
www.abb.com/productdetails/1SAP440000R0001
www.abb.com/productdetails/1SAP428200R0001
www.abb.com/productdetails/1SAP428100R0001
www.abb.com/productdetails/1SAP424200R0001
www.abb.com/productdetails/1SAP424100R0001
www.abb.com/productdetails/1SAP421500R0001
www.abb.com/productdetails/1SAP421300R0001
www.abb.com/productdetails/1SAP421200R0001
www.abb.com/productdetails/1SAP421100R0001
www.abb.com/productdetails/1SAP420700R0001
www.abb.com/productdetails/1SAP420600R0001
www.abb.com/productdetails/1SAP420500R0001
www.abb.com/productdetails/1SAP417000R0001
www.abb.com/productdetails/1SAP414400R0001
www.abb.com/productdetails/1SAP414000R0001
www.abb.com/productdetails/1SAP412000R0001
www.abb.com/productdetails/1SAP411200R0001
www.abb.com/productdetails/1SAP410800R0001
www.abb.com/productdetails/1SAP410400R0001
www.abb.com/productdetails/1SAP380000R0001
www.abb.com/productdetails/1SAP373800R0001
www.abb.com/productdetails/1SAP373700R0001
www.abb.com/productdetails/1SAP373200R0001
www.abb.com/productdetails/1SAP372900R0011
www.abb.com/productdetails/1SAP372800R0001
www.abb.com/productdetails/1SAP370901R0101
www.abb.com/productdetails/1SAP351500R0279
www.abb.com/productdetails/1SAP350200R0271
www.abb.com/productdetails/1SAP350100R0271
www.abb.com/productdetails/1SAP340300R0271
www.abb.com/productdetails/1SAP340200R0201
www.abb.com/productdetails/1SAP330300R0271
www.abb.com/productdetails/1SAP317200R0271
www.abb.com/productdetails/1SAP317000R0271
www.abb.com/productdetails/1SAP314100R0270
www.abb.com/productdetails/1SAP312100R0270
www.abb.com/productdetails/1SAP311100R0270
www.abb.com/productdetails/1SAP284100R0001
www.abb.com/productdetails/1SAP284000R0001
www.abb.com/productdetails/1SAP282000R0001
www.abb.com/productdetails/1SAP281200R0001
www.abb.com/productdetails/1SAP280000R0001
www.abb.com/productdetails/1SAP270000R0001
www.abb.com/productdetails/1SAP260400R0001
www.abb.com/productdetails/1SAP260300R0001
www.abb.com/productdetails/1SAP250800R0001
www.abb.com/productdetails/1SAP250700R0001
www.abb.com/productdetails/1SAP250600R0001
www.abb.com/productdetails/1SAP250300R0001
www.abb.com/productdetails/1SAP250200R0001
www.abb.com/productdetails/1SAP250100R0001
www.abb.com/productdetails/1SAP250000R0001
www.abb.com/productdetails/1SAP245200R0001
www.abb.com/productdetails/1SAP245000R0001
www.abb.com/productdetails/1SAP240700R0001
www.abb.com/productdetails/1SAP240600R0001
www.abb.com/productdetails/1SAP240500R0001
www.abb.com/productdetails/1SAP240100R0001
www.abb.com/productdetails/1SAP240000R0001
www.abb.com/productdetails/1SAP233100R0001
www.abb.com/productdetails/1SAP231900R0000
www.abb.com/productdetails/1SAP231300R0000
www.abb.com/productdetails/1SAP230900R0000
www.abb.com/productdetails/1SAP230500R0000
www.abb.com/productdetails/1SAP228200R0001
www.abb.com/productdetails/1SAP228100R0001
www.abb.com/productdetails/1SAP224200R0001
www.abb.com/productdetails/1SAP224100R0001
www.abb.com/productdetails/1SAP221500R0001
www.abb.com/productdetails/1SAP221300R0001
www.abb.com/productdetails/1SAP221200R0001
www.abb.com/productdetails/1SAP221100R0001
www.abb.com/productdetails/1SAP221000R0001
www.abb.com/productdetails/1SAP220900R0001
www.abb.com/productdetails/1SAP220700R0001
www.abb.com/productdetails/1SAP220600R0001
www.abb.com/productdetails/1SAP220500R0001
www.abb.com/productdetails/1SAP217200R0001
www.abb.com/productdetails/1SAP217000R0001
www.abb.com/productdetails/1SAP214400R0001
www.abb.com/productdetails/1SAP214200R0001
www.abb.com/productdetails/1SAP214000R0001
www.abb.com/productdetails/1SAP212200R0001
www.abb.com/productdetails/1SAP212000R0001
www.abb.com/productdetails/1SAP211400R0001
www.abb.com/productdetails/1SAP211200R0001
www.abb.com/productdetails/1SAP211000R0001
www.abb.com/productdetails/1SAP210800R0001
www.abb.com/productdetails/1SAP210600R0001
www.abb.com/productdetails/1SAP210400R0001
www.abb.com/productdetails/1SAP198000R0001
www.abb.com/productdetails/1SAP195000R0001
www.abb.com/productdetails/1SAP193600R0001
www.abb.com/productdetails/1SAP192100R0002
www.abb.com/productdetails/1SAP186200R0004
www.abb.com/productdetails/1SAP186100R0001
www.abb.com/productdetails/1SAP183100R0001
www.abb.com/productdetails/1SAP182900R0001
www.abb.com/productdetails/1SAP182800R0001
www.abb.com/productdetails/1SAP182700R0001
www.abb.com/productdetails/1SAP182600R0001
www.abb.com/productdetails/1SAP182500R0001
www.abb.com/productdetails/1SAP182400R0001
www.abb.com/productdetails/1SAP182300R0001
www.abb.com/productdetails/1SAP182200R0001
www.abb.com/productdetails/1SAP182100R0001
www.abb.com/productdetails/1SAP182000R0001
www.abb.com/productdetails/1SAP181500R0001
www.abb.com/productdetails/1SAP181400R0001
www.abb.com/productdetails/1SAP181200R0001
www.abb.com/productdetails/1SAP181100R0001
www.abb.com/productdetails/1SAP180800R0001
www.abb.com/productdetails/1SAP180700R0001
www.abb.com/productdetails/1SAP180600R0001
www.abb.com/productdetails/1SAP180500R0001
www.abb.com/productdetails/1SAP180300R0001
www.abb.com/productdetails/1SAP180200R0101
www.abb.com/productdetails/1SAP180200R0001
www.abb.com/productdetails/1SAP180100R0001
www.abb.com/productdetails/1SAP173800R0001
www.abb.com/productdetails/1SAP173700R0001
www.abb.com/productdetails/1SAP173200R0001
www.abb.com/productdetails/1SAP172900R0011
www.abb.com/productdetails/1SAP172800R0001
www.abb.com/productdetails/1SAP170902R0101
www.abb.com/productdetails/1SAP170901R0101
www.abb.com/productdetails/1SAP170401R0201
www.abb.com/productdetails/1SAP170400R0201
www.abb.com/productdetails/1SAP155500R0279
www.abb.com/productdetails/1SAP150200R0271
www.abb.com/productdetails/1SAP150100R0277
www.abb.com/productdetails/1SAP150100R0271
www.abb.com/productdetails/1SAP150000R0379
www.abb.com/productdetails/1SAP150000R0271
www.abb.com/productdetails/1SAP140500R0379
www.abb.com/productdetails/1SAP140500R0271
www.abb.com/productdetails/1SAP140300R0271
www.abb.com/productdetails/1SAP140200R0201
www.abb.com/productdetails/1SAP130300R0271
www.abb.com/productdetails/1SAP130200R0200
www.abb.com/productdetails/1SAP121500R0071
www.abb.com/productdetails/1SAP121200R0071
www.abb.com/productdetails/1SAP121100R0071
www.abb.com/productdetails/1SAP121100R0001
www.abb.com/productdetails/1SAP121000R0071
www.abb.com/productdetails/1SAP121000R0001
www.abb.com/productdetails/1SAP120900R0071
www.abb.com/productdetails/1SAP120900R0001
www.abb.com/productdetails/1SAP120800R0001
www.abb.com/productdetails/1SAP120700R0001
www.abb.com/productdetails/1SAP120600R0071
www.abb.com/productdetails/1SAP120600R0001
www.abb.com/productdetails/1SAP117200R0271
www.abb.com/productdetails/1SAP117000R0271
www.abb.com/productdetails/1SAP114100R0270
www.abb.com/productdetails/1SAP112300R0277
www.abb.com/productdetails/1SAP112100R0270
www.abb.com/productdetails/1SAP111100R0270
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1SAP450200R0001 AO523-XC 5/91

1SAP450300R0001 AI523-XC 5/91

1SAP450600R0001 AI531-XC 5/91

1SAP450700R0001 DA501-XC 5/91

1SAP450800R0001 DA502-XC 5/91

1SAP460300R0001 CD522-XC 5/91

1SAP460400R0001 FM502-CMS-XC 5/90

1SAP470000R0001 DC541-CM-XC 5/91

1SAP481200R0001 TU582-S-XC 6/124

1SAP482000R0001 AI581-S-XC 6/124

1SAP484000R0001 DI581-S-XC 6/124

1SAP484100R0001 DX581-S-XC 6/124

1SAP500900R0101 PB610 7/135

1SAP500901R0101 PB610-R 7/135

1SAP500910R0001 PB610-B 7/135

1SAP500981R0001 TK681 7/135

1SAP500982R0001 TK682 7/135

1SAP504100R0001 CP604 7/135

1SAP507100R0001 CP607 7/135

1SAP510100R0001 CP610 7/135

1SAP520100R0001 CP620 7/135

1SAP520200R0001 CP620-WEB 7/135

1SAP530100R0001 CP630 7/135

1SAP530200R0001 CP630-WEB 7/135

1SAP535100R0001 CP635 7/135

1SAP535200R0001 CP635-WEB 7/135

1SAP551100R0001 CP651 7/135

1SAP551200R0001 CP651-WEB 7/135

1SAP561100R0001 CP661 7/135

1SAP561200R0001 CP661-WEB 7/135

1SAP565100R0001 CP665 7/135

1SAP565200R0001 CP665-WEB 7/135

1SAP576100R0001 CP676 7/135

1SAP576200R0001 CP676-WEB 7/135

1SAS010000R0101 DM100-TOOL 2/31

1SAS010001R0101 DM101-TOOL-UPGR 2/31

1SAS010002R0101 DM102-PREM 2/31

1SAS010003R0101 DM103-PREM-UPGR 2/31

1SAS010004R0101 DM104-TOOL-NETW 2/31

1SAS010005R0101 DM105-PREM-NETW 2/31

1SAS010006R0101 DM106-PREM-UPGR-NETW 2/31

1SAS010007R0101 DM107-VCON 2/31

1SAS010008R0101 DM108-VCON-NETW 2/31

1SAS030000R0101 PS563-WATER 2/31

1SAS030010R0101 PS564-TEMPCTRL 2/31

1TNE968901R0100 MC503  3/39

1TNE968901R1100 TK503 3/39

1TNE968901R2100 TK504 3/39

1TNE968901R3101 TA563-9 3/39

1TNE968901R3102 TA563-11 3/39

1TNE968901R3103 TA564-9 3/39

1TNE968901R3104 TA564-11 3/39

1TNE968901R3105 TA565-9 3/39

1TNE968901R3106 TA565-11 3/39

1TNE968901R3107 TA566 3/39

1TNE968901R3203 TA570 3/39

1TNE968901R4300 TA562-RS 3/39

1TNE968902R1101 AI561 3/38

1TNE968902R1102 AI562 3/38

1TNE968902R1103 AI563 3/38

1TNE968902R1201 AO561 3/38

1TNE968902R1301 AX561 3/38

1TNE968902R2001 DC561 3/38

1TNE968902R2101 DI561 3/38

1TNE968902R2102 DI562 3/38

1TNE968902R2103 DI571 3/38

1TNE968902R2201 DO561 3/38

1TNE968902R2202 DO571 3/38

1TNE968902R2203 DO572 3/38

1TNE968902R2301 DX561 3/38

1TNE968902R2302 DX571 3/38

1TNE968903R0203 TA571-SIM 3/39
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AI523 1SAP250300R0001 4/56

AI523-XC 1SAP450300R0001 5/91

AI531 1SAP250600R0001 4/56

AI531-XC 1SAP450600R0001 5/91

AI561 1TNE968902R1101 3/38

AI562 1TNE968902R1102 3/38

AI563 1TNE968902R1103 3/38

AI581-S 1SAP282000R0001 6/123

AI581-S-XC 1SAP482000R0001 6/124

AO523 1SAP250200R0001 4/56

AO523-XC 1SAP450200R0001 5/91

AO561 1TNE968902R1201 3/38

AX521 1SAP250100R0001 4/56

AX521-XC 1SAP450100R0001 5/91

AX522 1SAP250000R0001 4/56

AX522-XC 1SAP450000R0001 5/91

AX561 1TNE968902R1301 3/38

CD522 1SAP260300R0001 4/56

CD522-XC 1SAP460300R0001 5/91

CI501-PNIO 1SAP220600R0001 4/57

CI501-PNIO-XC 1SAP420600R0001 5/92

CI502-PNIO 1SAP220700R0001 4/57

CI502-PNIO-XC 1SAP420700R0001 5/92

CI504-PNIO 1SAP221300R0001 4/57

CI504-PNIO-XC 1SAP421300R0001 5/92

CI506-PNIO 1SAP221500R0001 4/57

CI506-PNIO-XC 1SAP421500R0001 5/92

CI511-ETHCAT 1SAP220900R0001 4/57

CI512-ETHCAT 1SAP221000R0001 4/57

CI541-DP 1SAP224100R0001 4/57

CI541-DP-XC 1SAP424100R0001 5/92

CI542-DP 1SAP224200R0001 4/57

CI542-DP-XC 1SAP424200R0001 5/92

CI581-CN 1SAP228100R0001 4/57

CI581-CN-XC 1SAP428100R0001 5/92

CI582-CN 1SAP228200R0001 4/57

CI582-CN-XC 1SAP428200R0001 5/92

CI590-CS31-HA 1SAP221100R0001 4/57

CI590-CS31-HA-XC 1SAP421100R0001 5/92

CI592-CS31 1SAP221200R0001 4/57

CI592-CS31-XC 1SAP421200R0001 5/92

CM574-RCOM 1SAP170401R0201 4/55

CM574-RS 1SAP170400R0201 4/55

CM579-ETHCAT 1SAP170902R0101 4/55

CM579-PNIO 1SAP170901R0101 4/55

CM579-PNIO-XC 1SAP370901R0101 5/90

CM588-CN 1SAP172800R0001 4/55

CM588-CN-XC 1SAP372800R0001 5/90

CM589-PNIO 1SAP172900R0011 4/55

CM589-PNIO-XC 1SAP372900R0011 5/90

CM592-DP 1SAP173200R0001 4/55

CM592-DP-XC 1SAP373200R0001 5/90

CM597-ETH 1SAP173700R0001 4/55

CM597-ETH-XC 1SAP373700R0001 5/90

CM598-CN 1SAP173800R0001 4/55

CM598-CN-XC 1SAP373800R0001 5/90

CP604 1SAP504100R0001 7/135

CP607 1SAP507100R0001 7/135

CP610 1SAP510100R0001 7/135

CP620 1SAP520100R0001 7/135

CP620-WEB 1SAP520200R0001 7/135

CP630 1SAP530100R0001 7/135

CP630-WEB 1SAP530200R0001 7/135

CP635 1SAP535100R0001 7/135

CP635-WEB 1SAP535200R0001 7/135

CP651 1SAP551100R0001 7/135

CP651-WEB 1SAP551200R0001 7/135

CP661 1SAP561100R0001 7/135

CP661-WEB 1SAP561200R0001 7/135

CP665 1SAP565100R0001 7/135

CP665-WEB 1SAP565200R0001 7/135

CP676 1SAP576100R0001 7/135

CP676-WEB 1SAP576200R0001 7/135

DA501 1SAP250700R0001 4/56

DA501-XC 1SAP450700R0001 5/91

DA502 1SAP250800R0001 4/56

DA502-XC 1SAP450800R0001 5/91

DC522 1SAP240600R0001 4/55

DC522-XC 1SAP440600R0001 5/90

DC523 1SAP240500R0001 4/55

DC523-XC 1SAP440500R0001 5/90

DC532 1SAP240100R0001 4/55

DC532-XC 1SAP440100R0001 5/90

DC541-CM 1SAP270000R0001 4/56

DC541-CM-XC 1SAP470000R0001 5/91

DC551-CS31 1SAP220500R0001 4/57

DC551-CS31-XC 1SAP420500R0001 5/92

DC561 1TNE968902R2001 3/38

DC562 1SAP231900R0000 3/38

DI524 1SAP240000R0001 4/55

DI524-XC 1SAP440000R0001 5/90

DI561 1TNE968902R2101 3/38

DI562 1TNE968902R2102 3/38

DI571 1TNE968902R2103 3/38

DI572 1SAP230500R0000 3/38

DI581-S 1SAP284000R0001 6/123

DI581-S-XC 1SAP484000R0001 6/124

DM100-TOOL 1SAS010000R0101 2/31

DM101-TOOL-UPGR 1SAS010001R0101 2/31

DM102-PREM 1SAS010002R0101 2/31

DM103-PREM-UPGR 1SAS010003R0101 2/31

DM104-TOOL-NETW 1SAS010004R0101 2/31

DM105-PREM-NETW 1SAS010005R0101 2/31

DM106-PREM-UPGR-NETW 1SAS010006R0101 2/31

DM107-VCON 1SAS010007R0101 2/31

DM108-VCON-NETW 1SAS010008R0101 2/31

DM-KEY 1SAP193600R0001 2/31

DO524 1SAP240700R0001 4/55

DO524-XC 1SAP440700R0001 5/90

DO561 1TNE968902R2201 3/38

DO562 1SAP230900R0000 3/38

DO571 1TNE968902R2202 3/38

DO572 1TNE968902R2203 3/38

DO573 1SAP231300R0000 3/38

DX522 1SAP245200R0001 4/55

DX522-XC 1SAP445200R0001 5/90

DX531 1SAP245000R0001 4/55

DX561 1TNE968902R2301 3/38

DX571 1TNE968902R2302 3/38

DX581-S 1SAP284100R0001 6/123

DX581-S-XC 1SAP484100R0001 6/124

FM502-CMS 1SAP260400R0001 4/54

FM502-CMS-XC 1SAP460400R0001 5/90

FM562 1SAP233100R0001 3/39

MC502 1SAP180100R0001 3/39

MC503  1TNE968901R0100 3/39

PB610 1SAP500900R0101 7/135

PB610-B 1SAP500910R0001 7/135

PB610-R 1SAP500901R0101 7/135

PM554-RP 1SAP120700R0001 3/37

PM554-RP-AC 1SAP120800R0001 3/37

PM554-TP 1SAP120600R0001 3/37

PM554-TP-ETH 1SAP120600R0071 3/37

PM556-TP-ETH 1SAP121200R0071 3/37

PM564-RP 1SAP121000R0001 3/37

PM564-RP-AC 1SAP121100R0001 3/37

PM564-RP-ETH 1SAP121000R0071 3/37

PM564-RP-ETH-AC 1SAP121100R0071 3/37

PM564-TP 1SAP120900R0001 3/37

PM564-TP-ETH 1SAP120900R0071 3/37

PM566-TP-ETH 1SAP121500R0071 3/37

PM572 1SAP130200R0200 4/53

PM573-ETH 1SAP130300R0271 4/53

PM573-ETH-XC 1SAP330300R0271 5/89

PM582 1SAP140200R0201 4/53

PM582-XC 1SAP340200R0201 5/89

PM583-ETH 1SAP140300R0271 4/53

PM583-ETH-XC 1SAP340300R0271 5/89

PM585-ETH 1SAP140500R0271 4/53

PM585-MC-KIT 1SAP140500R0379 4/53

PM590-ETH 1SAP150000R0271 4/53

PM590-MC-KIT  1SAP150000R0379 4/53

PM591-2ETH 1SAP150100R0277 4/53

PM591-ETH 1SAP150100R0271 4/53

PM591-ETH-XC 1SAP350100R0271 5/89

PM592-ETH 1SAP150200R0271 4/53

PM592-ETH-XC 1SAP350200R0271 5/89

PM595-4ETH-F 1SAP155500R0279 4/53

PM595-4ETH-M-XC 1SAP351500R0279 5/89

PS501-S 1SAP198000R0001 6/123

PS552-MC-E 1SAP192100R0002 2/31

PS562-SOLAR 1SAP195000R0001 2/31

PS563-WATER 1SAS030000R0101 2/31

PS564-TEMPCTRL 1SAS030010R0101 2/31

SM560-S 1SAP280000R0001 6/123
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www.abb.com/productdetails/1SAP140500R0271
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www.abb.com/productdetails/1SAP440500R0001
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www.abb.com/productdetails/1SAP440600R0001
www.abb.com/productdetails/1SAP240600R0001
www.abb.com/productdetails/1SAP450800R0001
www.abb.com/productdetails/1SAP250800R0001
www.abb.com/productdetails/1SAP450700R0001
www.abb.com/productdetails/1SAP250700R0001
www.abb.com/productdetails/1SAP576200R0001
www.abb.com/productdetails/1SAP576100R0001
www.abb.com/productdetails/1SAP565200R0001
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www.abb.com/productdetails/1SAP450300R0001
www.abb.com/productdetails/1SAP250300R0001
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SM560-S-XC 1SAP380000R0001 6/124

TA512-BAS 1SAP182400R0001 4/59

TA513-ADV 1SAP182500R0001 4/59

TA514-SAFETY 1SAP182900R0001 6/123

TA521 1SAP180300R0001 4/59

TA523  1SAP180500R0001 4/59

TA524 1SAP180600R0001 4/59

TA525 1SAP180700R0001 4/59

TA526 1SAP180800R0001 4/59

TA527 1SAP181100R0001 4/59

TA528 1SAP181200R0001 4/59

TA532 1SAP182000R0001 4/59

TA533 1SAP182100R0001 4/59

TA534 1SAP182200R0001 4/59

TA535 1SAP182300R0001 5/94

TA536 1SAP183100R0001 4/59

TA540 1SAP182600R0001 4/59

TA541 1SAP182700R0001 4/59

TA543 1SAP182800R0001 4/59

TA561-RTC 1SAP181400R0001 3/39

TA562-RS 1TNE968901R4300 3/39

TA562-RS-RTC 1SAP181500R0001 3/39

TA563-11 1TNE968901R3102 3/39

TA563-9 1TNE968901R3101 3/39

TA564-11 1TNE968901R3104 3/39

TA564-9 1TNE968901R3103 3/39

TA565-11 1TNE968901R3106 3/39

TA565-9 1TNE968901R3105 3/39

TA566 1TNE968901R3107 3/39

TA570 1TNE968901R3203 3/39

TA571-SIM 1TNE968903R0203 3/39

TA574-D-T-ETH 1SAP186200R0004 8/149

TB511-ETH 1SAP111100R0270 4/54

TB511-ETH-XC 1SAP311100R0270 5/89

TB521-ETH 1SAP112100R0270 4/54

TB521-ETH-XC 1SAP312100R0270 5/89

TB523-2ETH 1SAP112300R0277 4/54

TB541-ETH 1SAP114100R0270 4/54

TB541-ETH-XC 1SAP314100R0270 5/89

TF501-CMS 1SAP117000R0271 4/54

TF501-CMS-XC 1SAP317000R0271 5/90

TF521-CMS 1SAP117200R0271 4/54

TF521-CMS-XC 1SAP317200R0271 5/90

TK501 1SAP180200R0001 4/59

TK502 1SAP180200R0101 4/59

TK503 1TNE968901R1100 3/39

TK504 1TNE968901R2100 3/39

TK506 1SAP186100R0001 3/39

TK681 1SAP500981R0001 7/135

TK682 1SAP500982R0001 7/135

TU507-ETH 1SAP214200R0001 4/58

TU508-ETH 1SAP214000R0001 4/58

TU508-ETH-XC 1SAP414000R0001 5/93

TU509 1SAP211000R0001 4/58

TU510 1SAP210800R0001 4/58

TU510-XC 1SAP410800R0001 5/93

TU515 1SAP212200R0001 4/58

TU516 1SAP212000R0001 4/58

TU516-XC 1SAP412000R0001 5/93

TU517 1SAP211400R0001 4/58

TU518 1SAP211200R0001 4/58

TU518-XC 1SAP411200R0001 5/93

TU520-ETH 1SAP214400R0001 4/58

TU520-ETH-XC 1SAP414400R0001 5/93

TU531 1SAP217200R0001 4/58

TU532 1SAP217000R0001 4/58

TU532-XC 1SAP417000R0001 5/93

TU551-CS31 1SAP210600R0001 4/58

TU552-CS31 1SAP210400R0001 4/58

TU552-CS31-XC 1SAP410400R0001 5/93

TU582-S 1SAP281200R0001 6/123

TU582-S-XC 1SAP481200R0001 6/124
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www.abb.com/plc

ABB Automation Products GmbH

Wallstadter Str. 59

D-68526 Ladenburg / Germany

Tel.: +49 62 21 701 1444

Fax: +49 62 21 701 1382

Note

We reserve the right to make technical changes or 

modify the contents of this document without prior 

notice. 

ABB does not accept any responsibility whatsoever 

for potential errors or possible lack of information in 

this document.

We reserve all rights in this document and in the 

subject matter and illustrations contained therein. 

Any reproduction, disclosure to third parties or 

utilization of its contents – in whole or in parts – is 

forbidden without prior written consent of ABB.

Copyright © 2015 ABB

All rights reserved
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