
93% Efficiency

Dimensionally and mechanically 
interchangeable with most major brands

A Regal Brand

Stainless Steel Helical 
Bevel Gear Drives



CALL: (605) 225-0360 • FAX: (605) 225-05672

Features:
• Smooth cast surface finish

• �Factory filled with USDA H1 lubricant

• �HACCP compatible and BISSC Certified

• �Available with Marathon PowerWash SXT All-Stainless Motors

• �Output bores available with choice of standard keyed straight bore or with 

HubLoc™ Keyless Locking System

ALL TORQUE VALUES LISTED IN INCH-POUNDS, ALL OVERHUNG LOAD AND THRUST LOAD VALUES LISTED IN POUNDS.
THE POINT OF APPLICATION OF OHL IS CONSIDERED TO BE APPLIED AT THE MIDPOINT OF SHAFT EXTENSION. INPUT OHL APPLIES ONLY TO SHAFT INPUT 
MODELS.
OHL AND THRUST RATINGS CANNOT BE APPLIED SIMULTANEOUSLY. CONSULT THE FACTORY FOR APPLICATIONS WITH COMBINED OHL AND THRUST LOAD. 
AT SPEEDS ABOVE 1750 RPM, UNITS MAY BECOME THERMALLY LIMITED. FOR EXTENDED OPERATION, LIMIT HP TO 1750 RPM RATING.

CleanLine UltraPlus™

Helical Bevel Gear Drives Models SSHB2043

Specifications:
• Three Series: SSHB2040, SSHB2060, SSBH2070

• �Power ratings to 20 HP; Ratios to 138/1

• �316 Stainless Steel housings

• �303 Stainless Steel output shafts and sleeves

• Choice of (3) input styles on all series:

		  – C-Face Quill
		  – C-Face Coupled
		  – Solid Shaft Input

RATIO OUTPUT SPEED INPUT H.P. OUTPUT TORQUE OUTPUT OHL INPUT OHL OUTPUT THRUST
6.53 268 10 2210 650 140 1730
7.31 239 9.0 2230 675 140 1730
9.24 189 7.5 2350 700 140 1730
12.07 145 7.6 3100 800 140 1950
13.51 130 6.9 3150 770 140 1950
17.08 102 5.8 3350 830 140 1950
21.94 80 4.8 3540 930 140 1950
25.10 70 4.2 3540 1050 140 1950
30.37 58 3.4 3540 1150 140 1950
38.38 46 2.7 3540 1250 140 1950
49.31 35 2.1 3540 1250 140 1950
56.41 31 1.9 3540 1250 140 1950
73.76 24 1.4 3540 1250 140 1950
91.94 19 1.1 3540 1250 140 1950

110.88 16 0.9 3540 1250 140 1950
127.45 14 0.8 3540 1250 140 1950

SERIES

C-FACE QUILL C-FACE COUPLED

56C 143TC 56C 143TC 182TC 213TC

SSHB2040 3 3 3 3 3 n/a

SSHB2060 3 3 3 3 3 n/a

SSHB2070 3 3 3 3 3 3

SSHB2043

Rating Table

Motor Flange Size Availability
Select hollow output bore models in this product line are 
now available with the HubLocTM  Keyless Bushing System. 
Refer to page 7 or the HubLoc Brochure (available at 
hubcityinc.com/literature) for features, available sizes, and 
ordering information.

 

NEW! 
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CleanLine UltraPlus™

Helical Bevel Gear Drives Models SSHB2063 & SSHB2073

ALL TORQUE VALUES LISTED IN INCH-POUNDS, ALL OVERHUNG LOAD AND THRUST LOAD VALUES LISTED IN POUNDS.
THE POINT OF APPLICATION OF OHL IS CONSIDERED TO BE APPLIED AT THE MIDPOINT OF SHAFT EXTENSION. INPUT OHL APPLIES ONLY TO SHAFT INPUT 
MODELS.
OHL AND THRUST RATINGS CANNOT BE APPLIED SIMULTANEOUSLY. CONSULT THE FACTORY FOR APPLICATIONS WITH COMBINED OHL AND THRUST LOAD.
AT SPEEDS ABOVE 1750 RPM, UNITS MAY BECOME THERMALLY LIMITED. FOR EXTENDED OPERATION, LIMIT HP TO 1750 RPM RATING.

RATIO OUTPUT SPEED INPUT H.P. OUTPUT TORQUE OUTPUT OHL INPUT OHL OUTPUT THRUST
6.22 281 12 2530 2050 200 2850
7.46 235 11 2880 2050 200 2850
9.44 185 10 3250 2050 200 2850

11.25 156 11 4060 2050 200 2850
13.48 130 12 5320 2050 200 2850
17.06 103 9.9 5720 2050 200 2850
19.80 88 9.2 6200 2050 200 2850
25.89 68 7.4 6500 2050 200 2850
30.51 57 6.8 7000 2050 200 2850
38.61 45 5.5 7150 2050 200 2850
44.81 39 4.8 7250 2050 200 2850
58.58 30 3.7 7260 2050 200 2850
69.99 25 3.1 7260 2050 200 2850
74.56 23 2.9 7260 2050 200 2850
85.21 21 2.5 7260 2050 200 2850
91.47 19 2.3 7260 2050 200 2850
106.51 16 2.0 7260 2050 200 2850
115.64 15 1.9 7260 2050 200 2850
126.17 14 1.7 7260 2050 200 2850
138.46 13 1.5 7260 2050 200 2850

6.51 269 20 4350 2750 385 3370
7.27 241 19 4600 2830 385 3370
8.13 215 17 4720 2950 385 3370
8.77 200 17 4970 2970 385 3370
9.86 177 16 5230 3070 385 3370

11.37 154 17.0 6700 3100 385 3370
12.70 138 16.0 7040 3200 385 3370
14.20 123 18.0 8670 3100 385 3370
15.32 114 17.0 9030 3200 385 3370
17.21 102 16.0 9480 3300 385 3370
18.65 94 15.0 9620 3300 385 3370
21.11 83 14.0 9930 3300 385 3370
24.06 73 14.0 11220 3300 385 3370
31.90 55 11.0 12000 3300 385 3370
34.42 51 10.0 12100 3300 385 3370
38.68 45 9.3 12200 3300 385 3370
41.90 42 9.7 13700 3300 385 3370
47.45 37 8.5 13700 3300 385 3370
54.07 32 7.5 13700 3300 385 3370
75.95 23 5.3 13700 3300 385 3370
89.80 19 4.5 13700 3300 385 3370
108.25 16 3.7 13700 3300 385 3370
134.10 13 3.0 13700 3300 385 3370

SSHB2063

SSHB2073

Rating Table



CALL: (605) 225-0360 • FAX: (605) 225-05674

Stainless Steel Helical Bevel

Model OA Q QB WG
Gearcase

SSHB2063A*
3.46

87.9

3.54

90

11.13

283

9.01

229

SSHB2073A*
3.98

101

4.52

114

13.31

338

11.33

288

250

9.84

190
SSHB2043A*

7.48

72.571

2.81 2.85

Dimensions are inch
 mm

*Output Styles

D: Double Ext.

L: Left Ext.

R: Right Ext.

C
Q

QB

DB

E

FA

EA1 EA1

V

U1

B

D

WG

OA
UY1

OUTPUT
SHAFT

FZ

INPUT
SHAFT

FV

FU

KEY

BC

Input Shaft
FU

-

FZ

-

FV

-

KEY

-

Model

SSHB2063A*
0.750 + 0-.0005 1.830.82

17.4

Input/
Gearcase
BC

261

10.30

C

441

SSHB2073A*

19.58

497

10.73

272

-

3
16 x 316 x 114

-

1.830.95

--

0.875 + 0-.0005

0.750 + 0-.0005SSHB2043A*
- -

1.830.82

-

205

8.09

-

361

14.23

(4) "H" TAPS
    "J" DEEP

M
TAP

Model XB XC XJ
Gearcase

SSHB2063A*
4.750

120.65

0.66

16.8

-

M10 X 1.5

SSHB2073A*
5.375

136.52

0.95

24.1

-

M12 X 1.75

16.0

0.63

M8 X 1.25
SSHB2043A*

-

98.43

3.875

Model

SSHB2063A*

B DB E FAD
Gearcase

120

4.725.51 + 0-.02

170 140 + 0-.5 15.8

6.69 0.62

30

1.18

SSHB2073A*
5.91

150

7.09 + 0-.027.87

200 180 + 0-.5

1.08

27.3

1.57

40

130

5.12
SSHB2043A*

4.41 + 0-.02

145

5.71

112 + 0-.5 12.0

0.47 1.38

35

H

M12 X 1.75

-

-

M14 X 2.0

-

M10 X 1.75

J

24

0.95

1.10

28

0.63

16

*Output Styles

EH

U2 UF

KEY

OUTPUT
SLEEVE

UY2

KEY

(6) XB TAPS-
XC DEEP

ON A XJ B.C.
(BOTH SIDES)

F BA

F

140

5.51

6.50

165

120

4.72
BA

101

4.86

123.5

75

2.95

3.98

AM

EA2 EA2

WG

U1 UY1 V KEY M
Output Shaft

1.625 + 0-.001

-

5
8-11 x 1.38

-

1.78

-

3
8 x 38 x 2142.88

- -

2.21

--

2.000 + 0-.001
1
2 x 12 x 234

-

3.59

- -

3
4-10 x 1.61

1.36

--

1.250 + 0-.001

-

2.04

- -

1
2-13 x 1.13

EA1

171

6.73

8.11

206

135

5.31 1
4 x 14 x 112

U2EH UF UY2 KEY
Output Sleeve

-

7.68

195.1

(2) 38 x 38 x 2141.67

-

2.25

- -

9.04 (2) 12 x 12 x 234

-

2.23

-

2.75

-

6.68

169.7 -

1.375 +.0025- 0 (2) 516 x 516 x 134

-

1.52

-

1.97

-

1.500 +.0025- 0

2.000 +.0025- 0

AM

9.7

0.38

0.54

13.7

12.4

0.49
EA2

97.5

3.84

4.52

114.8

84.8

3.34
Model

SSHB2063A*

SSHB2073A*

SSHB2043A*

229.6 -

3
16 x 316 x 114

3
16 x 316 x 114

S: Hollow Bore
(Keyed Sleeve)

K: HubLoc™ Keyless
Output Bushing

(see page i & ii)

WT.(LBS)
62

100

150

-

-

-

DIMENSIONS SHOWN ARE FOR REFERENCE ONLY.
Download available CAD models at:  www.hubcityinc.com
For Lubrication and Installation Instructions refer to Section S. (see page 7)
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Stainless Steel Helical Bevel

Model OA Q QB WG
Gearcase

SSHB2063E*
3.46

87.9

3.54

90

11.13

283

9.01

229

SSHB2073E*
3.98

101

4.52

114

13.31

338

11.33

288

190
SSHB2043E*

7.48

72.5

2.85

Dimensions are inch
 mm

Motor Compatibility - NEMA

SSHB2073E*

Model

SSHB2063E*

461 461

18.15

405

15.97

145TC
143TC

18.15

15.97

405

56C
NEMA

CSSHB2043E*
333333

13.1213.12

C

C

C
Q

QB

DB

E
FA

EH

U2 UF

KEY

OUTPUT
SLEEVE

UY2

(6) XB TAPS-
XC DEEP

ON A XJ B.C.
(BOTH SIDES)

Model XB XC XJ
Gearcase

SSHB2063E*
4.750

120.65

0.66

16.8

-

M10 X 1.5

SSHB2073E*
5.375

136.52

0.95

24.1

-

M12 X 1.75

16.0

0.63

M8 X 1.25
SSHB2043E*

-

98.43

3.875

*Output Styles

D: Double Ext.

L: Left Ext.

R: Right Ext.

UY1

OUTPUT
SHAFT

EA1 EA1

V

U1

B

D

WG

OA

(4) H TAPS
J DEEP

M
TAP

F BA

Model

SSHB2063E*

B DB E FAD
Gearcase

120

4.725.51 + 0-.02

170 140 + 0-.5 15.8

6.69 0.62

30

1.18

SSHB2073E*
5.91

150

7.09 + 0-.027.87

200 180 + 0-.5

1.08

27.3

1.57

40

130

5.12
SSHB2043E*

4.41 + 0-.02

145

5.71

112 + 0-.5 12.0

0.47 1.38

35

H

M12 X 1.75

-

-

M14 X 2.0

-

M10 X 1.75

J

24

0.95

1.10

28

0.63

16

F

140

5.51

6.50

165

120

4.72
BA

101

4.86

123.5

75

2.95

3.98

U2EH UF UY2 KEY
Output Sleeve

-

7.68

195.1

(2) 38 x 38 x 2141.67

-

2.25

- -

9.04 (2) 12 x 12 x 234

-

2.23

-

2.75

-

6.68

169.7 -

1.375 +.0025- 0 (2) 516 x 516 x 134

-

1.52

-

1.97

-

1.500 +.0025- 0

2.000 +.0025- 0

AM

9.7

0.38

0.54

13.7

12.4

0.49
EA2

97.5

3.84

4.52

114.8

84.8

3.34
Model

SSHB2063E*

SSHB2073E*

SSHB2043E*

229.6 -

U1 UY1 V KEY M
Output Shaft

1.625 + 0-.001

-

5
8-11 x 1.38

-

1.78

-

3
8 x 38 x 2142.88

- -

2.21

--

2.000 + 0-.001
1
2 x 12 x 234

-

3.59

- -

3
4-10 x 1.61

1.36

--

1.250 + 0-.001

-

2.04

- -

1
2-13 x 1.13

EA1

171

6.73

8.11

206

135

5.31 1
4 x 14 x 112

AM

EA2 EA2

WG

K: HubLoc™ Keyless
Output Bushing

(see page i & ii)

*Output Styles

S: Hollow Bore
(Keyed Sleeve)

250

9.84

71

2.81

(LBS)
58

97

147

-

-

-

WT.

DIMENSIONS SHOWN ARE FOR REFERENCE ONLY.
Download available CAD models at:  www.hubcityinc.com
For Lubrication and Installation Instructions refer to Section S.

(see page 7)



CALL: (605) 225-0360 • FAX: (605) 225-05676

Stainless Steel Helical Bevel

Model OA Q QB WG
Gearcase

SSHB2063P*
3.46

87.9

3.54

90

11.13

283

9.01

229

SSHB2073P*
3.98

101

4.52

114

13.31

338

11.33

288

190
SSHB2043P*

7.48

72.5

2.85

Dimensions are inch
 mm

EA1 EA1

V

U1

B

D

WG

OA
UY1

OUTPUT
SHAFT

M
TAP

Model XB XC XJ
Gearcase

SSHB2063P*
4.750

120.65

0.66

16.8

-

M10 X 1.5

SSHB2073P*
5.375

136.52

0.95

24.1

-

M12 X 1.75

16.0

0.63

M8 X 1.25
SSHB2043P*

-

98.43

3.875
U1 UY1 V KEY M

Output Shaft

1.625 + 0-.001

-

5
8-11 x 1.38

-

1.78

-

3
8 x 38 x 2142.88

- -

2.21

--

2.000 + 0-.001
1
2 x 12 x 234

-

3.59

- -

3
4-10 x 1.61

1.36

--

1.250 + 0-.001

-

2.04

- -

1
2-13 x 1.13

EA1

171

6.73

8.11

206

135

5.31

Model

SSHB2063P*

B DB E FAD
Gearcase

120

4.725.51 + 0-.02

170 140 + 0-.5 15.8

6.69 0.62

30

1.18

SSHB2073P*
5.91

150

7.09 + 0-.027.87

200 180 + 0-.5

1.08

27.3

1.57

40

130

5.12
SSHB2043P*

4.41 + 0-.02

145

5.71

112 + 0-.5 12.0

0.47 1.38

35

H

M12 X 1.75

-

-

M14 X 2.0

-

M10 X 1.75

J

24

0.95

1.10

28

0.63

16

EH

U2 UF

KEY

OUTPUT
SLEEVE

UY2
AM

U2EH UF UY2 KEY
Output Sleeve

-

7.68

195.1

(2) 38 x 38 x 2141.67

-

2.25

- -

9.04 (2) 12 x 12 x 234

-

2.23

-

2.75

-

6.68

169.7 -

1.375 +.0025- 0 (2) 516 x 516 x 134

-

1.52

-

1.97

-

1.500 +.0025- 0

2.000 +.0025- 0

AM

9.7

0.38

0.54

13.7

12.4

0.49
EA2

97.5

3.84

4.52

114.8

84.8

3.34
Model

SSHB2063P*

SSHB2073P*

SSHB2043P*

229.6 -

KEY

Q
QB

DB

E

FA

(6) "XB" TAPS-
    "XC" DEEP

    ON A "XJ" B.C.
    (BOTH SIDES)

(4) "H" TAPS
    "J" DEEP

C

F BA

BC

F

140

5.51

6.50

165

120

4.72
BA

101

4.86

123.5

75

2.95

3.98

Motor Compatibility - NEMA

SSHB2073P*

Model

SSHB2063P*

145TC
143TC56C

NEMA C-FLANGE

CSSHB2043P*

C

C

213TC
215TC

-

-

-

22.85

580

525

22.85

580

384

15.14

20.67

182TC
184TC

BC

261

10.73

272

205

8.09

10.30

19.65

499

21.83

554

418

16.48

19.65

499

21.83

554

418

16.48

EA2 EA2

1
4 x 14 x 112

WG

*Output Styles

D: Double Ext.

L: Left Ext.

R: Right Ext.

S: Hollow Bore
(Keyed Sleeve)

*Output Styles

K: HubLoc™ Keyless
Output Bushing

(see page i & ii)

250

9.84

71

2.81

(LBS)
66

106

156

-

-

-

WT.
(LBS)

74

116

166

-

-

-

WT.

DIMENSIONS SHOWN ARE FOR REFERENCE ONLY.
Download available CAD models at:  www.hubcityinc.com
For Lubrication and Installation Instructions refer to Section S.

(see page 7)
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Model
	

Bores	
HubLoc™ Kit	

	  		  Model

		  1.000	  HL10SS100K* 
		  1.188	  HL10SS103K* 
	 SSHB2040	 1.250	  HL10SS104K* 
		  1.375	  HL10SS106K* 

	 SSHB2060	 1.500	  HL20SS108K* 

		  1.250	  HL40SS104K* 
	 SSHB2070	 1.438	  HL40SS107K* 
		  2.000	  HL40SS200K* 

Ordering Information

*Stock Kit.

Stainless Steel HubLoc™ Kits

Q
QB

D

OA

AM

WG

BDAK

EA

AH

BB

GA

OUTPUT
SLEEVE

KEY

UY

UF

EH

U

AJ

(4) "BF" DIA

DB

Dimensions are inch
 mm

Flange Mount Kit
Kit Number

0259-00268

0259-00269

0259-00270

1.97

2.75

2.25

UF

-

-

-

2.23

-

-

1.67

UY
1.52

-

(2) 516 x 516 x 134

(2) 12 x 12 x 234

(2) 38 x 38 x 214

KEY

-

-

-

Flange mount kits
are designed to
be installed by
the customer.

Series

SSHB2060

D DB EA

Series

OA Q QB WG
Gearcase

SSHB2060

140 15.8

5.51 0.62

113

4.45 3.46

87.9

3.54

90

11.13

283

9.01

229

SSHB2070

SSHB2070

7.09

180

1.08

27.3

5.59

142

3.98

101

4.41

112

13.21

335

11.33

288

SSHB2040
112

4.41

12.0

0.47

100

3.94

250

9.84

190

SSHB2040

7.48

72.571

2.81 2.85

11.81

9.84

1.07

0.61

AH
Flange

27 265

15

8.465

10.433

215

AJ

230 + 0-.050

9.055 + 0-.002

7.087 + 0-.002

AK

4

0.16

4

BB

0.16

0.53

13.5

13.5

0.53

300

250

BD BF

16

0.63

15

0.59

GA
0.476.496

15

0.60 0.145.118 + 0-.002

130 + 0
-.050165 3.5

7.87

200 11

0.44

12

SSHB2070

SSHB2060

Series

SSHB2040

Output Sleeve

6.68

9.04

-

7.68

-

EH

-

1.500 +.0025- 0

2.000 +.0025- 0

-

-

1.375 +.0025- 0

U

-

180 + 0-.050

WT.(LBS)

8

14

23

DIMENSIONS SHOWN ARE FOR REFERENCE ONLY.
Download available CAD models at:  www.hubcityinc.com

Stainless Steel Helical Bevel • Accessory Kits

HubLoc™ Keyless Bushing System

HubLoc™ Kit contains (2) Bushings Sets, (1) HubCap™ Closed 
Protective Cover, and (1) HubCap™ Open Protective Cover.

Stock Model Dimensions

	MODELS	 A	 B	 C	 D	 E	 F	 G	 OD  
SSHB2040	 5.25	 4.76	 2.40	 5.70	 0.49	 0.16	 3.95	 3.23

SSHB2060	 6.57	 5.64	 3.11	 6.92	 0.94	 0.16	 5.23	 3.62

SSHB2070	 7.09	 6.10	 3.11	 7.96	 0.99	 0.16	 5.23	 4.02

Features:
•	 The HubLoc™ system is versatile, robust, easily installed, and creates a keyless, 

backlash-free mechanical interference fit that eliminates the micromovement that 
causes fretting and cold welding.

•	 Available in a wide range of standard bores, with custom bores available upon request.

•	 Tamper resistant HubCap™ protective covers are made from metal-detectable 
plastic to support customer HACCP programs.

•	 Refer to HubLoc™ Brochure for additional features and information (available at 
www.hubcityinc.com/literature)

(D = DIMENSION BETWEEN
OUTPUT MOUNTING SURFACES)

 A 

 D 

 BORE 

 C 

 F 

 B 

 E 

 OD 
G  

H 

Quick Ship Item



2914 Industrial Avenue
Aberdeen, SD 57402  USA
PH: 605-225-0360
FAX: 605-225-0567

www.hubcityinc.com

A Regal Brand

Made in U.S.A.

We have a tasteful solution for 
whatever may be on your plate.

TARGETED APPLICATIONS

•	 Material handling equipment in Food Processing

•	 Meat and Poultry equipment

•	 Conveyors and mixers in high moisture environments

•	 Anywhere a stainless steel high efficiency 

gear drive is needed

•	 Pharmaceutical machinery

•	 Packaging equipment

Example:

Choices:

	 SSHB2043	 E	 S	 28.01	 143TC	 1.438

	 Basic	 Input	 Output	 Exact	 Frame	 Output Bore Size
	 Model	 Type	 Style	 Ratio	 Size	  (Output Style S only)

	 SSHB2043	 A: Shaft Input	 S: (Sleeve)	 Available	 56C	 SSHB2043: 1.375"

	 SSHB2063	 E: C-face Quill	
Hollow Bore

	
Ratios

	 143TC	 SSHB2063: 1.500"

	 SSHB2073	 P: C-face Coupled	 D: Dbl Ext	

Range From

	 182TC	 SSHB2073: 2.000"

			   L: LH Ext	

6/1 to 138/1

	 213TC	
				  

(Nominal)

			   R: RH Ext	
		
			   K: HubLoc
			   (Keyless Bushing)			 

Stainless Steel Helical Bevel Ordering Information

CAST IRON COMPETITORS

HUB CITY BOSTON DODGE NORD SEW STERLING STOBER

SSHB2043 2043R BB48 SK9012 K47/KA47 K043 K302/303

SSHB2063 2063R BB68 SK9022 K67/KA67 K063

SSHB2073 2073R BB88 SK9032 K77/KA77

STAINLESS STEEL COMPETITORS

HUB CITY BOSTON DODGE NORD SEW STERLING STOBER

SSHB2043 SSRF2043R BB48
No Stainless Steel SEW model is smaller

SSK043 KSS302/303

SSHB2063 SSRF2063R SSK063

Quick Reference Competitor Model Interchange Guide

NOTE: FOR QUICK CROSS REFERENCE ONLY.  ALL CRITICAL MOUNTING DIMENSIONS MUST BE VERIFIED

BENEFITS

•	 Suitable for high moisture environments

•	 No areas for pathogens to hide

•	 Easy to clean with smooth rounded surfaces

•	 High resistance to corrosives and acids, 

such as fruit or vegetable juices

•	 Tolerant of most industry accepted washdown chemicals


